PRODROMOS

REVERSE OSMOSIS UNITS

Integrated UF RO Platforms up to 68 m3/h

Providing cost effective, quick on the ground pre-engineered UFRO solutions

Features

e Single compact
multifunctional Tank: Break,
UF backwash, UF CIP, RO CIP.

e Integrated control with single
Siemens PLC and HMI
(Ethernet communications)

e 4-20 mAinstruments

e RO permeate flush on
shutdown

e UF backwash/CIP pump, RO
feed pump (mounted on the
tank skid), RO High pressure
pump with VFD (mounted on
filtration skid)

e CE compliant and certified

Contact us:

Physical Address:

Regency Terrace, Block A. Ground Floor, Unit 3 & 4A, Regency Drive,
Route 21 Corporate Park, Irene X75

P.0. Box 11300, Aston Manor, 1630

Telephone: +27 82 822 8880

Fax: +27 86 680 4794

For more information on our products and services please visit us on
the web at www.prodromos.co.za

Typical Operating Parameters

Max Design RECOVEIY......c.ovvvrerrerrenrereeseiseiseessesssseseenns 75%
Max Design Recovery? (With ICR).......cccceervreririereenennns 85%
Design TemMPErature.......ovvvvverereeeeereeresnesssesesesesesens 15°C
Operating Temperature Range...........ccoeveenenne. 15-302C
Nominal RO rejection ........cccceeneereeeneereeeneeneeennens 97-99%
System Inlet Pressure........ccoceeeevveeveniecereseennens 0.7-4.5bars
UF average membrane fluX.......ccccoceeevveeververerennnnene, 76 Imh
RO average membrane fluX......c.cocvvevenerreenerinenenn, 34 Imh

'Recovery Rate can vary +/- 5%

Available Options

ICR (Integral Concentrate Recovery)

UF flow control valve or UF Feed Pump
Motor Starter (RO Feed)

VFD (UF Feed, UF backwash/CIP)

UF backwash aeration Blower and VFD
500um automated pre-screen

LIF modilles memhrane integritv test

“Redefining Reality, Providing Possibility”




